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Characteristics:

The diameter of the light spot and length can reach 14mm.

Filter against UV.

The attachable photo system (beam splitter) using the Canon D series camera,
its capable over 15 million pixels. The datas can use standalone or be
adaptable to the other image management systems

(Canon Imagespectrum, Takagi Eyecam, Topcon |IBase).
Photos can be taken by the button on the joystick.
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Specification:

Microscope Type: Parallel included angle type

Magnification: Five-step magnifications

Eye piece:12.5x

Total Magnification and Diameter of Visual Field(mm]:

Bx (©35.1) « 10x (@22.5) ; 16x (@14.1)  2bx (P8.8B) ¢ 40x (d5.6)

Adjustab
Adjustab
Slit Widt

e Range of Pupil Distance(mm): 55~/95
e Diopter:-5D~+3D
N(mm):0-14 adjustable

Slit Height(mm):1~14 adjustable

Slit Angle:0~180°

slit Inclination:b?; 10° 15° 20°

Light Spot Diameter (mm):®14, ®10, &5, $2, ¢1, 0.2

Filter: heat absorption, red free, cobalt blue, grey UV

llumination Bulb:12V / 30W halogen bulb

Fixation light: LED (red)

Voltage /frequency: AC220V+10%/60Hzx1Hz. AC110V+£10%/350Hz+1Hz
Power:58VA

Electrical Safety Standard:Conform to Standard IEC 601-1.Class1 Type B

Accessories:

Applanation tonometer (R and T types), measuring eyepice, beam splitter,
CCD adapter, CCD camera, teaching tube, etc.
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Light spot 14 mm
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tured by 66 Vision-Tech Co., Ltd (34 'Daru Lane, Sozhou, Jiangsu 215005, China for Argus Optic Ltd.




